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Fort Builders' Merchants

SJ1 -  28 no. 1-ply
SCALE 1:0(A4)

General Information:
TRUSS CENTRES: (mm) 400
TIMBER THICKNESS: (mm) 147
TOTAL No. OF TRUSSES: 28
WEIGHT / PLY: (kg) 55

General Settings:
RAFTER DEAD LOAD: 550 N/m²
SNOW LOAD (BASE VALUE): 842 N/m²
CEILING DEAD LOAD: 200 N/m²
CEILING LIVE LOAD: 1500 N/m²
TANK LOADING (N): NONE
MAX. T/C RESTRAINT: 0mm

OTHER LOADS AS PER CALC. PRINT-OUT

CUSTOMER TO CHECK DETAILS. PLEASE SIGN AND
RETURN COPY BEFORE MANUFACTURE CAN COMMENCE ............................

WEB/CHORD BRACING

RAFTER BRACING

WEB CHEVRON BRACING

WEB RAKING BRACING

ATTIC STRUT BRACING

PLYWOOD BRACING

STABILITY BRACING ONLY SHOWN, SEE OTHER DRAWINGS/DETAILS FOR BRACING LAYOUT.

THE BUILDING DESIGNER REMAINS RESPONSIBLE FOR ALL BRACING.
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SJ2 -   6 no. 1-ply
SCALE 1:0(A4)

General Information:
TRUSS CENTRES: (mm) 400
TIMBER THICKNESS: (mm) 72
TOTAL No. OF TRUSSES: 6
WEIGHT / PLY: (kg) 13

General Settings:
RAFTER DEAD LOAD: 550 N/m²
SNOW LOAD (BASE VALUE): 842 N/m²
CEILING DEAD LOAD: 200 N/m²
CEILING LIVE LOAD: 1500 N/m²
TANK LOADING (N): NONE
MAX. T/C RESTRAINT: 0mm

OTHER LOADS AS PER CALC. PRINT-OUT

CUSTOMER TO CHECK DETAILS. PLEASE SIGN AND
RETURN COPY BEFORE MANUFACTURE CAN COMMENCE ............................

WEB/CHORD BRACING

RAFTER BRACING

WEB CHEVRON BRACING

WEB RAKING BRACING

ATTIC STRUT BRACING

PLYWOOD BRACING

STABILITY BRACING ONLY SHOWN, SEE OTHER DRAWINGS/DETAILS FOR BRACING LAYOUT.

THE BUILDING DESIGNER REMAINS RESPONSIBLE FOR ALL BRACING.
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SJ3 -   1 no. 2-ply
SCALE 1:0(A4)

General Information:
TRUSS CENTRES: (mm) 400
TIMBER THICKNESS: (mm) 2 x 147
TOTAL No. OF TRUSSES: 1
WEIGHT / PLY: (kg) 56

General Settings:
RAFTER DEAD LOAD: 550 N/m²
SNOW LOAD (BASE VALUE): 842 N/m²
CEILING DEAD LOAD: 200 N/m²
CEILING LIVE LOAD: 1500 N/m²
TANK LOADING (N): NONE
MAX. T/C RESTRAINT: 0mm

OTHER LOADS AS PER CALC. PRINT-OUT

CUSTOMER TO CHECK DETAILS. PLEASE SIGN AND
RETURN COPY BEFORE MANUFACTURE CAN COMMENCE ............................

WEB/CHORD BRACING

RAFTER BRACING

WEB CHEVRON BRACING

WEB RAKING BRACING

ATTIC STRUT BRACING

PLYWOOD BRACING

STABILITY BRACING ONLY SHOWN, SEE OTHER DRAWINGS/DETAILS FOR BRACING LAYOUT.

THE BUILDING DESIGNER REMAINS RESPONSIBLE FOR ALL BRACING.



AAAAAAIMPORTANT NOTES:
- OW-Clips to be positioned at 600mm centres
 along length of joist, plus those shown here by an 'A' or 'B'.

, 11.11.2021
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